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The XCMG 50 ton crane load chart is an essential reference for operators, engineers, and project
managers involved in construction, lifting, and heavy-duty material handling activities. It provides
detailed information on the crane?s maximum load capacities at various boom lengths and
configurations, ensuring safety, efficiency, and optimal utilization of the equipment. Understanding
this load chart is crucial for planning lifts, preventing overloading, and maintaining the longevity of
the crane. This article explores the various aspects of the XCMG 50 ton crane load chart, including
its components, how to interpret it, factors influencing lifting capacity, and practical applications.

Understanding the XCMG 50 Ton Crane Load Chart
What Is a Load Chart?

A load chart is a graphical or tabular representation that illustrates the maximum allowable load a
crane can lift at specified boom lengths, angles, and configurations. It accounts for the crane?s
structural limits, stability, and safety margins. For operators, engineers, and safety personnel, the
load chart is a vital tool to plan lifts within safe operating parameters.

Components of the XCMG 50 Ton Crane Load Chart

The load chart typically comprises several key elements:

- Boom Lengths: Different lengths of the crane?s main boom, usually measured in meters or
feet.

- Load Capacities: The maximum weight (in tons or kilograms) the crane can lift at specific boom
lengths and angles.

- Working Radius: The horizontal distance from the center of the crane?s rotation to the load?s
center of gravity.

- Lifting Height: The maximum height the load can be lifted, often correlated with boom length
and angle.

- Configuration Details: Includes jib extensions, counterweights, and other attachments
affecting capacity.

- Operational Limits: Safe working zones, including no-lift zones and maximum outreach points.

Understanding each element helps in accurately interpreting the load chart and ensuring safe lifting
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operations.

How to Read the XCMG 50 Ton Crane Load Chart

Step 1: Identify the Boom Length

Begin by choosing the boom length appropriate for your lift. The chart will have columns or rows
indicating different boom lengths?such as 15m, 20m, 25m, etc. Select the relevant length based on
your lifting requirement.

Step 2: Determine the Working Radius

The working radius is critical because the crane?s capacity decreases as the load moves farther

from the center. Find the radius value corresponding to your lift point, which is usually measured
from the center of rotation to the load.

Step 3: Locate the Capacity at the Given Configuration

Once you have the boom length and working radius, locate the intersection point on the load chart
to find the maximum permissible load. This value is the safe limit for that specific configuration.

Step 4: Verify Operational Limits and Conditions
Ensure that the lift does not exceed other operational limits such as maximum lifting height, jib

configurations, or counterweight restrictions. Always cross-reference with the crane?s specifications
and site conditions.

Factors Influencing the Load Capacity of the XCMG 50 Ton Crane
Several factors can affect the actual lifting capacity beyond what is depicted on the load chart:
1. Boom Angle and Configuration

The angle at which the boom is positioned impacts stability and capacity. A higher boom angle
generally reduces the load capacity at a given radius.

2. Counterweights and Attachments

Adding counterweights increases stability and lifting capacity, while attachments like jibs extend
reach but may decrease maximum load limits.
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3. Wind Conditions

Strong wind can significantly impact crane stability, especially at higher elevations, necessitating
reductions in rated loads.

4. Ground Conditions

Soft or uneven ground can compromise stability, requiring additional precautions and possibly
limiting load capacity.

5. Dynamic Effects

Lifting operations involve acceleration, deceleration, and swinging, which can impose additional
forces, requiring operators to adhere to the rated loads carefully.

Practical Applications of the XCMG 50 Ton Crane Load Chart
Planning Construction Lifts

Construction projects often involve lifting heavy materials such as steel beams, concrete panels, or
machinery. Using the load chart ensures that each lift remains within safe limits, preventing
accidents and equipment damage.

Equipment Selection and Setup

Choosing the right configuration?boom length, jib extension, counterweights?is guided by the load
chart, optimizing performance and safety.

Training and Safety Compliance

Operators and safety personnel must be well-versed in reading load charts to make informed
decisions during lifts, complying with safety standards and regulations.

Problem-Solving and Troubleshooting

In case of unexpected load variations or site constraints, the load chart helps determine alternative
lift configurations or methods to accomplish the task safely.

Conclusion

The XCMG 50 ton crane load chart is a foundational element for safe and efficient lifting operations.
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It provides detailed insights into the crane?s capacities at various configurations, enabling precise
planning and risk management. Proper understanding and application of the load chart help prevent
accidents, optimize equipment usage, and ensure project success. Operators, engineers, and safety
personnel should familiarize themselves thoroughly with the load chart and consider all influencing
factors?such as boom angle, wind, ground conditions, and attachments?before executing lifts. By
adhering to the guidelines outlined in the load chart, users can maximize the performance of the
XCMG 50 ton crane while maintaining safety at the forefront of every operation.

XCMG 50 Ton Crane Load Chart: An Expert Analysis

When it comes to heavy lifting and construction projects, choosing the right crane is crucial for
safety, efficiency, and project success. Among the many options available, the XCMG 50 Ton Crane
has garnered significant attention for its impressive load capacity, versatility, and advanced features.
Central to understanding its capabilities is the load chart?a vital reference that details the crane?s
maximum lifting capacities at various configurations. This article offers an in-depth analysis of the
XCMG 50 ton crane load chart, providing insights into its structure, usage, and practical
applications.

Understanding the XCMG 50 Ton Crane Load Chart

The load chart is essentially a technical document that specifies the maximum weight the crane can
safely lift at different boom lengths and angles, and with various configurations. For the XCMG 50
ton crane, it reflects the machine's lifting capacity across a range of operational scenarios, serving
as a critical guide for operators, engineers, and project managers.

Key Components of the Load Chart

A typical load chart for the XCMG 50 ton crane includes several critical parameters:

- Maximum Lift Capacity (Tonnes): The highest weight the crane can lift at specific configurations.

- Boom Length (meters): The length of the crane?s boom, which directly influences lifting
capacity.

- Lattice Extension / Jib (meters): Additional extensions or jib attachments that modify reach and
load capacity.

- Working Radius (meters): The horizontal distance from the center of rotation to the load,
affecting capacity.

- Lifting Height (meters): Vertical height the load can be lifted at given configurations.

- Counterweights: The weights used to balance the crane during lifts, impacting capacity and
stability.

- Configuration Diagrams: Visual representations illustrating the boom angles, extension lengths,
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and load positions.

Understanding these components is fundamental for interpreting the load chart accurately and
ensuring the safety and efficiency of lifting operations.

Detailed Breakdown of the Load Chart
1. Load Capacity at Different Boom Lengths

One of the most critical aspects of the load chart is how the lifting capacity varies with boom length.
Typically, as the boom extends further, the maximum load capacity decreases due to increased
leverage and stability considerations.

For the XCMG 50 ton crane:

- At a 12-meter boom: The maximum load capacity can be up to 50 tonnes at a close radius
(around 3 meters).

- At a 24-meter boom: The capacity might reduce to approximately 20-30 tonnes depending on
the configuration.

- At maximum boom length (up to 40 meters): The lifting capacity generally drops to around 10-15
tonnes, emphasizing the importance of choosing appropriate configurations for specific lifts.

This gradient underscores the importance of planning lifts within the crane?s safe operating limits,
especially when extending the boom for increased reach.

2. Working Radius and Its Effect on Load Capacity
The working radius?the horizontal distance from the crane?s center to the load?is a key factor

influencing lifting capacity:

- Close working radius (3-5 meters): Max capacities are higher; ideal for heavy lifts.
- Extended working radius (20+ meters): Capacity diminishes significantly, requiring careful
calculation to avoid overloading.

Operators must consult the load chart to determine the maximum permissible load at their specific
working radius, ensuring stability and safety.

3. Lifting Height and Reach
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While the load chart primarily focuses on load capacity relative to boom length and radius, it also
indicates the maximum height achievable for various loads:

- For example, lifting a 10-tonne load at a 30-meter boom length might allow a maximum height of
28 meters.
- Conversely, at a shorter boom, higher lifting heights are achievable with greater capacity.

This information guides project planning, especially when lifts require specific heights and reach.
4. Counterweight Configurations

Counterweights are vital for balancing the crane during lifts, affecting both capacity and stability:

- Typical configurations include standard, heavy, and light counterweights.

- Increasing counterweights enhances stability, allowing for higher loads at extended reaches.

- The load chart specifies the weights used in various configurations, assisting operators in
selecting appropriate settings based on lift requirements.

Practical Applications and Considerations

Understanding the load chart is essential not only for maximizing efficiency but also for ensuring
safety during crane operations. Here are key considerations:

Safety Margins and Working Limits

- The load chart provides rated capacities based on ideal conditions.

- Operators must apply safety factors?typically 10-20% below the maximum rated capacity?to
account for uncertainties.

- Overloading, even slightly, can lead to catastrophic failure, so adherence to load chart
specifications is non-negotiable.

Environmental Conditions
- Wind, ground stability, and weather conditions influence lifting safety.

- The load chart assumes standard conditions; adverse weather may necessitate reducing loads
further.
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Operational Best Practices

- Always verify the load chart before each lift.

- Use the correct rigging and attach loads securely.

- Ensure the crane is set up on level, stable ground.

- Avoid sudden movements or swings that could destabilize the crane.

Training and Certification

- Proper training helps operators interpret load charts correctly.
- Certification ensures adherence to safety standards and best practices.

Advantages of the XCMG 50 Ton Crane Based on Load Chart
Features

Analyzing the load chart reveals several advantages of the XCMG 50 ton crane:

- Versatility in Reach and Capacity: Its variable boom lengths and extension options make it
suitable for diverse lifting scenarios.

- Optimized Load Distribution: Well-designed counterweight configurations maximize capacity
while maintaining stability.

- Clear, Detailed Load Chart: The comprehensive chart simplifies planning and operational
decision-making.

- Safety-Focused Design: The load chart?s detailed parameters help ensure safe lifting within the
crane?s operational limits.

Conclusion: Harnessing the Power of the Load Chart

The XCMG 50 Ton Crane Load Chart is more than just a technical document; it's a vital tool that
ensures safe, efficient, and effective lifting operations. By thoroughly understanding its
components?ranging from boom length and radius to counterweights and load capacities?operators
and project managers can make informed decisions that maximize productivity while minimizing risk.

In the complex world of heavy lifting, precision and adherence to load chart specifications are
essential. The XCMG 50 ton crane, with its robust capacity and well-documented load chart, stands
as a reliable partner for a wide range of construction, industrial, and infrastructure projects. Proper
interpretation and use of the load chart empower users to unlock the crane?s full potential safely
and confidently, paving the way for successful project execution.
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Remember: Always consult the latest official load chart provided by XCMG for your specific crane
model and configuration, and never exceed rated capacities. Safety first, efficiency second?this is
the cornerstone of every successful lifting operation.

QuestionAnswer What is the maximum load capacity of the XCMG 50 ton crane according to its
load chart? The XCMG 50 ton crane has a maximum lifting capacity of 50 tons, as specified in its
load chart, which varies depending on the boom length and configuration. How does the load radius
affect the lifting capacity of the XCMG 50 ton crane? The load radius significantly impacts the
crane's capacity; as the radius increases, the maximum allowable load decreases to ensure safe
operation, as detailed in the load chart for different boom lengths. What are the key factors to
consider when referring to the XCMG 50 ton crane load chart? Important factors include boom
length, load radius, configuration (main boom or jib), and crane stability conditions, all of which
influence the rated load capacity shown in the load chart. Where can | find the official load chart for
the XCMG 50 ton crane? Official load charts can typically be found in the crane's operator manual,
on the manufacturer's website, or through authorized XCMG dealer resources. How does the boom
length affect the lifting capacity on the XCMG 50 ton crane load chart? Longer boom lengths
generally reduce the crane's maximum load capacity at given load radii, as shown in the load chart,
to maintain safe lifting conditions during operation.

Related keywords: XCMG 50 ton crane, crane load chart, 50 ton crane specifications, XCMG crane
capacity, crane lifting chart, XCMG heavy machinery, crane load capacity, 50 ton crane specs,
XCMG construction equipment, crane weight chart

Electric load factor formula

electric load factor formula: A Comprehensive Guide to Understanding and Calculating Load
Factors

Understanding the concept of load factors is essential for electrical engineers, power plant
operators, and energy consumers aiming to optimize energy usage and improve system efficiency.
The electric load factor formula provides a quantitative measure of how effectively electrical energy
is utilized over a specific period. This article explores the electric load factor formula in depth,
explaining its significance, how to calculate it, and its applications in real-world scenarios.

What Is the Electric Load Factor?

The electric load factor is a dimensionless ratio that indicates the efficiency of electrical energy
consumption over a given time frame. It reflects the degree to which the maximum demand (peak
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load) is utilized relative to the total energy consumed.
Definition of Load Factor
The load factor is defined as the ratio of the average load (or demand) over a period to the
maximum load during that same period. A higher load factor signifies that the energy is being used
more uniformly, leading to better system utilization and reduced operational costs.
Importance of the Load Factor

- Operational Efficiency: Helps utilities optimize generation and distribution.

- Cost Savings: Higher load factors reduce per-unit costs.

- System Planning: Aids in designing infrastructure capable of handling peak loads efficiently.
- Energy Management: Assists consumers in understanding their usage patterns.

Electric Load Factor Formula
The fundamental formula to compute the electric load factor is:
Load Factor (LF) = (Average Load) / (Maximum Load)
Where:
- Average Load is the total energy consumed divided by the period length.
- Maximum Load is the peak demand during that period.
This ratio is often expressed as a decimal or percentage:
- Decimal form: e.g., 0.75
- Percentage form: e.g., 75%
Expressing the Formula in Terms of Energy and Peak Demand
For practical calculations, the formula can be written as:
LF = (Total Energy Consumed in a Period) / (Maximum Demand x Time Period)

Where:



xcmg 50 ton crane load chart Document Vol. 2024, Issue 5

- Total energy is usually measured in kilowatt-hours (kWh).
- Maximum demand is measured in kilowatts (kW).
- Time period is measured in hours (h).

Note: Always ensure units are consistent when applying the formula.
Calculating the Electric Load Factor: Step-by-Step
To calculate the load factor effectively, follow these steps:

- Determine the Total Energy Consumption: Obtain the total energy consumed over the period
(e.g., daily, monthly, yearly). This data is often recorded by energy meters.

- Identify the Peak Demand: Find the maximum load recorded during the period. This can be the
highest demand recorded in the energy meter logs or demand readings.

- Measure the Time Period: Decide the period over which calculations are to be made (e.g., 24
hours, 30 days).

- Calculate the Average Load: Divide the total energy consumed by the total time period:

Average Load = Total Energy Consumed / Total Time Period

- Apply the Load Factor Formula: Substitute the values into the load factor formula:
LF = Average Load / Maximum Load
Example Calculation
Suppose a factory consumes 720,000 kwWh in a month (30 days), and the maximum demand

recorded during that month is 2,400 kW.

- Total energy consumed = 720,000 kWh

- Time period = 30 days x 24 hours/day = 720 hours

- Average load = 720,000 kWh / 720 hours = 1,000 kW
Applying the formula:

LF = 1,000 kW / 2,400 kW = 0.4167 or 41.67%

This indicates that, on average, the factory operates at about 41.67% of its maximum demand,
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reflecting a moderate load factor.

Factors Influencing the Electric Load Factor

Several factors impact the load factor of a system or consumer:

- Demand Patterns: Consistent demand leads to higher load factors.

- Operational Hours: Extended operational hours can improve load factor.

- Type of Consumer: Industrial users often have higher load factors compared to residential
consumers.

- Energy Efficiency Measures: Implementation of energy-saving technologies can influence
overall load patterns.

Applications of Electric Load Factor
Understanding and calculating the load factor has numerous applications:
1. Utility Load Management

Utilities use load factor data to optimize generation schedules, reduce peak load demands, and plan
capacity expansions.

2. Cost Optimization

Consumers with high load factors typically pay lower per-unit charges since they utilize energy more
efficiently.

3. Power Plant Design and Operation

Designing power plants with an understanding of expected load factors ensures optimal capacity
utilization.

4. Energy Policy and Planning

Government agencies and policymakers analyze load factors to develop sustainable energy
strategies.

Limitations and Considerations

While the electric load factor is a valuable metric, it has limitations:
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- It does not provide information about the variability of load within the period.
- High load factor does not necessarily mean efficient energy use if total consumption is high.
- It is a historical measure and may not predict future demand patterns accurately.

Therefore, it should be used in conjunction with other metrics like peak demand, load profile, and
capacity factor for comprehensive analysis.

Conclusion

The electric load factor formula is a fundamental tool for assessing the efficiency of electrical energy
usage over a period. By understanding how to calculate and interpret load factors, utilities,
industries, and consumers can make informed decisions to optimize energy consumption, improve
system reliability, and reduce costs. Mastery of the load factor concept and its calculation is
essential for effective energy management and sustainable power system operations.

Whether you're a professional in the energy sector or a curious consumer, appreciating the
significance of the load factor and how it is derived empowers you to better understand the
dynamics of electrical systems and their impact on efficiency and cost.

Understanding the Electric Load Factor Formula: A Comprehensive Guide

In the realm of electrical engineering and energy management, the electric load factor formula plays
a pivotal role in assessing the efficiency and utilization of electrical power systems. Whether you're
an engineer, energy analyst, or facility manager, grasping how to calculate and interpret load factors
can lead to more effective energy consumption strategies and cost savings. This article offers an
in-depth exploration of the electric load factor formula, its significance, how to compute it, and
practical applications.

What Is the Electric Load Factor?

Before diving into the formula, it?s essential to understand the concept of load factor itself. The
electric load factor measures the efficiency with which electrical energy is used over a specific
period. It compares the average load to the maximum load, providing insight into how consistently
electricity is consumed.

Definition:

The electric load factor is a ratio that indicates the portion of the maximum demand that is actually
used over a given period, typically a year, month, or day.

Why It Matters:
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- It helps utilities and consumers identify opportunities for energy efficiency.
- A higher load factor signifies more consistent and efficient use of power.
- It influences the sizing of generation and distribution infrastructure.

The Electric Load Factor Formula

The electric load factor formula is straightforward but powerful. It mathematically expresses the
relationship between the average load and the maximum load during a specific period.

Formula:
Load Factor (LF) = (Average Load) / (Maximum Load)
Expressed as a percentage:
LF (%) = [(Average Load) / (Peak Load)] x 100
Where:
- Average Load is the total energy consumed over the period divided by the number of hours in
that period.

- Maximum Load (or peak demand) is the highest level of power demand recorded during the
period.

Calculating the Electric Load Factor: Step-by-Step

To accurately compute the electric load factor, follow these steps:

- Determine Total Energy Consumption

- Gather energy consumption data over your chosen period (day, month, year).
- Usually expressed in kilowatt-hours (kWh).
- Example: If a facility consumes 300,000 kWh in a month.

- Calculate the Total Number of Hours
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- Decide the period length and note the number of hours in that period.
- For example, a month typically has 30 days x 24 hours = 720 hours.

- Compute the Average Load

- Use the formula:

Average Load (kW) = Total Energy Consumption (kWh) / Total Hours (h)

- Example:

Average Load = 300,000 kwh /720 h ? 416.67 kW

- Identify the Peak Demand

- Obtain the highest recorded demand during the period, usually from utility billing data or energy
monitoring systems.
- Example: The maximum demand recorded is 600 kW.

- Apply the Load Factor Formula

- Plug the numbers into the formula:

LF = (Average Load) / (Maximum Load)

- LF =416.67 kW / 600 kW ? 0.694 or 69.4%

- Interpret the Result

- A load factor of 69.4% indicates that, on average, the facility uses about 69.4% of its peak
demand throughout the period.
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- This suggests relatively steady and efficient energy usage.

Practical Applications of the Electric Load Factor

Understanding and calculating the electric load factor has significant implications across various
sectors:

Energy Efficiency and Cost Management

- Identify Underutilized Capacity: A low load factor suggests the system is not being used
efficiently, prompting measures to improve load management.

- Optimize Infrastructure Sizing: Utilities can better design generation and distribution systems by
understanding load patterns.

- Reduce Energy Costs: Facilities can implement demand management strategies during peak
periods to lower bills.

Power Generation Planning

- Power plants rely on load factor data to determine the most efficient operation schedules.

- High load factors indicate a consistent demand, enabling more economical operation.
Environmental Impact

- Improved load factors lead to more efficient energy use, reducing unnecessary fuel consumption
and emissions.

Factors Influencing the Electric Load Factor

Several factors can affect the load factor of a power system or facility:

- Operational Variability: Seasonal changes, operational hours, and process demands.

- Usage Patterns: Peak hours versus off-peak times.

- Equipment Efficiency: Modern, energy-efficient equipment can help improve load factors.

- Demand Response Initiatives: Programs that encourage shifting usage to off-peak periods.

Strategies to Improve Load Factor
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Enhancing the load factor involves increasing the average load relative to the peak demand. Here
are some practical strategies:

- Load Shifting: Moving energy-intensive activities to off-peak hours.

- Peak Shaving: Reducing demand during peak periods through demand response.
- Energy Conservation: Promoting efficient usage to maintain steady consumption.
- Process Optimization: Streamlining operations to reduce unnecessary peaks.

Limitations and Considerations

While the electric load factor formula provides valuable insights, it?s important to recognize certain
limitations:

- Variability in Data: Inaccurate or incomplete data can skew results.

- Period Selection: The choice of period (daily, monthly, yearly) affects the load factor.

- Peak Demand Measurement: Accurate recording of maximum demand is crucial.

- Contextual Interpretation: A low load factor isn?t always negative; some industries inherently
have fluctuating loads.

Conclusion

The electric load factor formula is a fundamental tool in energy management, serving as a
benchmark for efficiency and system utilization. By calculating the ratio of average load to maximum
load over a defined period, stakeholders can make informed decisions to optimize energy
consumption, reduce costs, and enhance sustainability. Whether you're analyzing a manufacturing
plant, a commercial building, or a power utility, understanding and applying the load factor formula is
essential for effective energy planning and management.

Remember, a higher load factor generally indicates better utilization and efficiency, but
context-specific factors should always be considered. Regular monitoring and strategic demand
management can lead to significant operational benefits, making the electric load factor a vital
metric in the pursuit of smarter energy use.

QuestionAnswer What is the formula for calculating the electric load factor? The electric load
factor is calculated using the formula: Load Factor = (Average Load) / (Maximum Load) over a
specific period, often expressed as a percentage. Why is the electric load factor important in power
system management? The load factor indicates how efficiently electricity is being used over time,
helping utilities optimize generation, reduce costs, and improve system reliability. How do you
compute the average load in the load factor formula? The average load is computed by dividing the



xcmg 50 ton crane load chart Document Vol. 2024, Issue 5

total energy consumed during a period by the total number of hours in that period. Can the electric
load factor be greater than 1? No, the load factor cannot be greater than 1 (or 100%), as it
represents the ratio of average load to peak load, which cannot exceed the maximum load. What
units are used in the electric load factor calculation? The load factor is a dimensionless ratio, often
expressed as a percentage, and can be calculated using load values in any consistent units such as
kilowatts (kW) and energy in kilowatt-hours (kwh). How can improving the electric load factor benefit
utility companies? Improving the load factor leads to better utilization of generation assets, lower
operating costs, and more stable grid operations, ultimately reducing electricity costs for consumers.

Related keywords: electric load factor, load factor calculation, electricity consumption, peak load,
average load, utility efficiency, power demand, energy usage, load factor formula, electrical
engineering
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